Shoes (ft) mohematic (1/1072011)
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Item OD (in) Grade Wt

CASING JOIMNT(S) 16.000

lterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)

CASING JOINTIS) 9.625  K-55  36.00

9 625

CASING JOINT(Z) 9625 K-55  326.00

GUIDE SHOE 9. 625

lterm 0D {in) Grade Wt (ppf) TopMD(ft) BtmmMD(ft)

CASING JOINTE=) 7.000  N-8
FLAG JOINT F.000  MN-38
CASING JOINT(S) 7.000  MN-3
CASING JOINTE=) 7.000  N-8
FLOAT COLLAR  7.000  MN-3
CASING JOINTES) 7.000  N-8
FLOAT SHOE F.000 M-8

ppf)
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20.0 990. 1
9901 990. 1
9901 1,035.8

1,035.8 1,037.0

20.0 56,4629
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6,452 .9 72429
72429 73373
73373 7,3239.0
7,339.0 74305
74305 74320

Well 315X-355 S/T/R: 355/305/24E

CASING CEMENT DETAIL
Sfe Csg. Cmt Vol: 670 cf
Hole Size: 12-1/4"
Casing Size: 9-5/8"

Top Job: NO

Rtnsto Sfc: YES (28 cf)
TOC: Surface

Interm Csg. Cmt Vol: None
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Crmt Vol: 1449 cf
Hole Size: 8-3/4"

Casing Size: 7"

Top Job: NO

Rtnsto Sfc: NO

TTOC: Surface

Liner Cmt Vol: None
Hole Size:

Casing Size:

Top Job:

Rtnsto Sfc:

TTOC:

Top of Formation:
B-Sand 6663'

Volume Behind Pipe:

1.81 and 1.35 Yield Assumed
Theoretical Calculations (TTOC)
DWN Apri2011
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